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UNIBAT General Use AGM & High Rate AGM 
Declaration of Conformity & CE

UNIBAT S.A declares that UNIBAT General Use AGM & High Rate AGM series, are manufactured since 2017 
under UNIBAT’s design, specifications & technical guidelines by strategic partner in China manufacturing 
plant, certified and compliant with Quality Management System Standards ISO 9001, ISO 14001 & OHSAS 
18001. 

Both UNIBAT series are in conformity with the requirements of the following European Union Directives &
International Standards, therefore can bear the CE marking : 

EMC Directive 2014/30/EU with the following harmonized standards  : 

 EN 55014-1:2006 + A1:2009 + A2:2011 
 EN 55014-2:1997 + A1:2001 + A2:2008 

Low Voltage Directive 2014/35/EU with the following harmonized standards  :  

EN 60335-1:2012/AC:2014 
EN 61000-3-2:2014, EN 61000-3-3:2013, EN 61000-4-2:2009 
EN 61000-4-3:2006 + A1:2008 + A2:2010 
EN 61000-4-4:2012, EN 61000-4-5:2014 
EN 61000-4-6:2014, EN 61000-4-8:2010, EN 61000-4-1:2004 

Moreover, UNIBAT General Use AGM series complies to following International Standards: 

- IEC 60896-21/22 
  - DIN 43534 
  - BS 6290-4 

- Eurobat Guide 2015 classification (up to 33AH) : "General Purpose" up to 10 Years Lifetime
- Eurobat Guide 2015 classification (40 to 260AH) : "Long Life" 10-12 Years Lifetime 

  - IEC 62485-2:2018 
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